
Regalis & Regalis II Single Colour Wiring
PLEASE READ ALL INSTRUCTIONS CAREFULLY BEFORE STARTING TO INSTALL THIS PRODUCT,
NO RESPONSIBILITY IS TAKEN FOR DAMAGE CAUSED BY INCORRECT HANDLING, WIRING OR INSTALLATION

Operating Voltage
Regalis I LED Wall washers - 300mm, 600mm, 900mm and 1200mm - 24V DC
Regalis II LED Wall washers - 300mm - 12V DC  
Regalis II LED Wall washers - 600mm, 900mm and 1200mm - 24V DC 

Connection Details
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THE MAXIMUM RUN OF UNITS IN SERIES: 
Regalis I LED Wall washers - 4 x 1200mm  / 5 x 900mm / 8 x 600mm / 16 x 300mm 
Regalis II LED Wall washers - 2 x 1200mm / 2 x 900mm / 4 x 600mm / 8 x 300mm

!!  IMPORTANT  !!

DO NOT ATTEMPT TO INSTALL THIS PRODUCT WITHOUT ADVICE FROM A FULLY QUALIFIED ELECTRICAL 
ENGINEER, FAILIURE TO DO SO MAY CAUSE PERSONAL HARM OR DAMAGE TO THE PRODUCT.

IT IS IMPORTANT THAT THESE GUIDELINES ARE FOLLOWED AT ALL TIMES DURING INSTALLATION.
THIS INFORMATION IS FOR YOUR SAFETY AND TO ENSURE THAT THE PRODUCT IS INSTALLED CORRECTLY.

THE PRODUCT MUST BE WIRED AS PER THIS DIAGRAM. 
IF THE PRODUCT IS WIRED INCORRECTLY IT WILL NOT FUNCTION AND CAUSE SEVERE INTERNAL DAMAGE TO THE 

DEVICE.
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